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MATERIALS SPECIFICATIONS
BODY: FUNCTION:
Phenolic, UL94 V-0 1P1T OFF—ON
POSITION 2 POSITION 1
\ | 0236 [6.01 , | ACTUATOR: RATINGS:
Nickel Plated Brass ANSI/UL1054 and CAN/CSA C22.2 No.55 (E194579):
20A 125VAC [cURus]
mcwq_uo_" Plated B 15A 277VAC [cURus]
ickel Flated Brass 2HP 125/277VAC [cURus]
HOUSING:
- : CONTACT RESISTANCE:
Nickel Plated Steel
M icks ed Stes Initial: 10mQ Max.
3 HARDWARE: ,
& Nickel Plated Brass INSULATION  RESISTNAGE:
_ 3 M12x1.0 .
al & SPACER PLATE DIELECTRIC STRENGTH:
il S poxy Boa 1,500VAC for 1 Minute
1] .
gl 8 SPRING: OPERATING LIFE:
0 J eel
=1 R 6,000 Cycles [cURus]
T AR PLINCER: -
o 19 ' Operating: 0°'C to 85°C [cURus]
3l & MOBILE CONTACT BAR:
m n Silver Plated Copper APPROVALS:
ol o RoHS
ol g 3 CENTER PNOT: nacu COMPLIANT
gl & = Silver Plated Copper
o o o
al & N CONTACTS:
m M TT T N [L _ U ] Silver Alloy Clad Copper
TERMINALS:
@: C||_I Brass
0.031£0,002 [0.8+0.05] 0250 [6.3]
0953 [24.2]
I
SUGGESTED PANEL CUTOUT ALTERNATE PANEL CUTOUT
0,433 [11.0]
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